
Non è forse la vita
una serie d’immagini,

che cambiano solo
nel modo di ripetersi?

Is not life
a series of images
that change only

in the way of repeating 
itself?

      Andy Warhol

La più bella e profonda
emozione che possiamo provare 
è il senso del mistero;
sta qui il seme di ogni arte,
di ogni vera scienza.

The most beautiful and profound
emotion we can experience
is the sense of mystery
here is the seed of all art,
of all true science.

  Albert Einstein
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room decor

cp51 600

cp51 770

vanity 1000shining 1100

shining 1300

vanity 1200

vanity 1400

e DF
nsqpgi

RZcL

EN 14041

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 146150

± 7.5 mm

± 10.5 mm
± 13.2 mm
± 14.3 mm

± 1050 g/m²

± 2040 g/m²
± 2100 g/m2

± 2450 g/m2

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

29 dB
32 dB
34 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 169850

± 4.0 mm

± 6.3 mm
± 8.9 mm

± 10.0 mm

± 600 g/m²

± 1550 g/m²
± 1650 g/m²
± 2000 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

23 dB
26 dB
28 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 197500

± 5.0 mm

± 7.4 mm
± 10.0mm
± 11.1 mm

± 770 g/m²

± 2000 g/m²
± 2100 g/m²
± 2450 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 209350

± 5.5 mm

± 8.0 mm
± 10.5 mm
± 11.6 mm

± 1000 g/m²

± 2000 g/m²
± 2150 g/m²
± 2500 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

27 dB
30 dB
32 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 217250

± 6.5 mm

± 9.0 mm
± 11.5 mm
± 12.6 mm

± 1200 g/m²

± 2200 g/m²
± 2350 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 217250

± 7.0 mm

± 9.5 mm
± 12.0 mm
± 13.1 mm

± 1400 g/m²

± 2400 g/m²
± 2550 g/m²
± 2900 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DFnsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 304000

± 5.8 mm

± 8.5 mm
± 11.2 mm
± 12.3 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

30 dB
33 dB
35 dB

≤ 0,17
≤ 0,17
na

0,22
0,24
0,28

≤ 2

Famiglia Tufting 1Specification in according EN 1307

Wearability Comfort

e DGnsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 304000

± 8.0 mm

± 10.2 mm
± 12.9 mm
± 14.0 mm

± 1300 g/m²

± 2340 g/m²
± 2500 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

32 dB
35 dB
37 dB

≤ 0,17
≤ 0,17
na

0,25
0,27
0,31

≤ 2

Famiglia Tufting 1Specification in according EN 1307

Wearability Comfort

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

RZcLEN 14041



room decor

cp51 600

cp51 770

vanity 1000shining 1100

shining 1300
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vanity 1400
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EN 14041

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 146150

± 7.5 mm

± 10.5 mm
± 13.2 mm
± 14.3 mm

± 1050 g/m²

± 2040 g/m²
± 2100 g/m2

± 2450 g/m2

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

29 dB
32 dB
34 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 169850

± 4.0 mm

± 6.3 mm
± 8.9 mm

± 10.0 mm

± 600 g/m²

± 1550 g/m²
± 1650 g/m²
± 2000 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

23 dB
26 dB
28 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 197500

± 5.0 mm

± 7.4 mm
± 10.0mm
± 11.1 mm

± 770 g/m²

± 2000 g/m²
± 2100 g/m²
± 2450 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 209350

± 5.5 mm

± 8.0 mm
± 10.5 mm
± 11.6 mm

± 1000 g/m²

± 2000 g/m²
± 2150 g/m²
± 2500 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

27 dB
30 dB
32 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 217250

± 6.5 mm

± 9.0 mm
± 11.5 mm
± 12.6 mm

± 1200 g/m²

± 2200 g/m²
± 2350 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 217250

± 7.0 mm

± 9.5 mm
± 12.0 mm
± 13.1 mm

± 1400 g/m²

± 2400 g/m²
± 2550 g/m²
± 2900 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DFnsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 304000

± 5.8 mm

± 8.5 mm
± 11.2 mm
± 12.3 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

30 dB
33 dB
35 dB

≤ 0,17
≤ 0,17
na

0,22
0,24
0,28

≤ 2

Famiglia Tufting 1Specification in according EN 1307

Wearability Comfort

e DGnsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 304000

± 8.0 mm

± 10.2 mm
± 12.9 mm
± 14.0 mm

± 1300 g/m²

± 2340 g/m²
± 2500 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

32 dB
35 dB
37 dB

≤ 0,17
≤ 0,17
na

0,25
0,27
0,31

≤ 2

Famiglia Tufting 1Specification in according EN 1307

Wearability Comfort

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

RZcLEN 14041



room decor

cp51 600

cp51 770

vanity 1000shining 1100

shining 1300

vanity 1200

vanity 1400

e DF
nsqpgi

RZcL

EN 14041

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 146150

± 7.5 mm

± 10.5 mm
± 13.2 mm
± 14.3 mm

± 1050 g/m²

± 2040 g/m²
± 2100 g/m2

± 2450 g/m2

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

29 dB
32 dB
34 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 169850

± 4.0 mm

± 6.3 mm
± 8.9 mm

± 10.0 mm

± 600 g/m²

± 1550 g/m²
± 1650 g/m²
± 2000 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

23 dB
26 dB
28 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 197500

± 5.0 mm

± 7.4 mm
± 10.0mm
± 11.1 mm

± 770 g/m²

± 2000 g/m²
± 2100 g/m²
± 2450 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 209350

± 5.5 mm

± 8.0 mm
± 10.5 mm
± 11.6 mm

± 1000 g/m²

± 2000 g/m²
± 2150 g/m²
± 2500 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

27 dB
30 dB
32 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 217250

± 6.5 mm

± 9.0 mm
± 11.5 mm
± 12.6 mm

± 1200 g/m²

± 2200 g/m²
± 2350 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 217250

± 7.0 mm

± 9.5 mm
± 12.0 mm
± 13.1 mm

± 1400 g/m²

± 2400 g/m²
± 2550 g/m²
± 2900 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DFnsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 304000

± 5.8 mm

± 8.5 mm
± 11.2 mm
± 12.3 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

30 dB
33 dB
35 dB

≤ 0,17
≤ 0,17
na

0,22
0,24
0,28

≤ 2

Famiglia Tufting 1Specification in according EN 1307

Wearability Comfort

e DGnsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 304000

± 8.0 mm

± 10.2 mm
± 12.9 mm
± 14.0 mm

± 1300 g/m²

± 2340 g/m²
± 2500 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

32 dB
35 dB
37 dB

≤ 0,17
≤ 0,17
na

0,25
0,27
0,31

≤ 2

Famiglia Tufting 1Specification in according EN 1307

Wearability Comfort

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

RZcLEN 14041



wool style

platinum

hi-decor 900

hi-decor 1100

hi-decor 1300

wool decor 1100

wool decor 1250

wool decor 1400

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 158000

± 5.3 mm

± 8.0 mm
± 10.7 mm
± 11.8 mm

± 900 g/m²

± 2000 g/m²
± 2100 g/m²
± 2450 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

     0,19
0,21
0,25

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 185650

± 6.0 mm

± 8.7 mm
± 11.4 mm
± 12.5 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

30 dB
33 dB
35 dB

≤  0,17
≤  0,17

na

0,22
0,24
0,28

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 213300

± 6.3 mm

± 8.5 mm
± 11.7 mm
± 13.7 mm

± 1300 g/m²

± 2340 g/m²
± 2500 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

32 dB
35 dB
37 dB

≤  0,17
≤  0,17

na

0,25
0,27
0,31

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DF
m sqpfi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 151200

± 5.8 mm

± 8.4 mm
± 11.5 mm
± 12.6 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

26 dB
30 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DF
n sqpfi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 151200

± 7.0 mm

± 9.5 mm
± 12.7 mm
± 14.7 mm

± 1250 g/m²

± 2350 g/m²
± 2450 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

31 dB
33 dB
35 dB

≤  0,17
≤  0,17

na

0,23
0,25
0,27

≤ 2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DG
osqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 173250

± 7.3 mm

± 10 mm
± 13.1 mm
± 15.1 mm

± 1400 g/m²

± 2500 g/m²
± 2700 g/m²
± 2900 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

33 dB
35 dB
36 dB

≤  0,17
≤  0,17

na

0,26
0,28
0,29

≤  2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DFnsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted loop pile print 5/32”

100% wool

Synthetic jute
Needlefelt 350
Needlefelt 550

± 90000

± 3.8 mm

± 7.5 mm
± 10.0 mm
± 11.1 mm

± 1000 g/m²

± 2150 g/m²
± 2300 g/m²
± 2 650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

25 dB
28 dB
31 dB

≤ 0,17
≤ 0,17
na

0,15
0,17
0,21

≤ 2

Famiglia Tufting 21Specification in according EN 1307

Wearability Comfort

e Glsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted loop pile print 1/10”

100% polyamid 6

Synthetic jute  
Needlefelt 350
Needlefelt 550

± 217250

± 3.2 mm

± 5.6 mm
± 8.1 mm
± 9.2 mm

± 620 g/m²

± 1550 g/m²
± 1700 g/m²
± 2050 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

24 dB
27 dB
30 dB

≤ 0,17
≤ 0,17
na

0,15
0,17
0,21

≤ 2

Famiglia Tufting 3Specification in according EN 1307

Wearability Comfort

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

RZcLEN 14041

RZcLEN 14041



wool style

platinum

hi-decor 900

hi-decor 1100

hi-decor 1300

wool decor 1100

wool decor 1250

wool decor 1400

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 158000

± 5.3 mm

± 8.0 mm
± 10.7 mm
± 11.8 mm

± 900 g/m²

± 2000 g/m²
± 2100 g/m²
± 2450 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

     0,19
0,21
0,25

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 185650

± 6.0 mm

± 8.7 mm
± 11.4 mm
± 12.5 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

30 dB
33 dB
35 dB

≤  0,17
≤  0,17

na

0,22
0,24
0,28

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 213300

± 6.3 mm

± 8.5 mm
± 11.7 mm
± 13.7 mm

± 1300 g/m²

± 2340 g/m²
± 2500 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

32 dB
35 dB
37 dB

≤  0,17
≤  0,17

na

0,25
0,27
0,31

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DF
m sqpfi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 151200

± 5.8 mm

± 8.4 mm
± 11.5 mm
± 12.6 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

26 dB
30 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DF
n sqpfi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 151200

± 7.0 mm

± 9.5 mm
± 12.7 mm
± 14.7 mm

± 1250 g/m²

± 2350 g/m²
± 2450 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

31 dB
33 dB
35 dB

≤  0,17
≤  0,17

na

0,23
0,25
0,27

≤ 2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DG
osqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 173250

± 7.3 mm

± 10 mm
± 13.1 mm
± 15.1 mm

± 1400 g/m²

± 2500 g/m²
± 2700 g/m²
± 2900 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

33 dB
35 dB
36 dB

≤  0,17
≤  0,17

na

0,26
0,28
0,29

≤  2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DFnsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted loop pile print 5/32”

100% wool

Synthetic jute
Needlefelt 350
Needlefelt 550

± 90000

± 3.8 mm

± 7.5 mm
± 10.0 mm
± 11.1 mm

± 1000 g/m²

± 2150 g/m²
± 2300 g/m²
± 2 650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

25 dB
28 dB
31 dB

≤ 0,17
≤ 0,17
na

0,15
0,17
0,21

≤ 2

Famiglia Tufting 21Specification in according EN 1307

Wearability Comfort

e Glsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted loop pile print 1/10”

100% polyamid 6

Synthetic jute  
Needlefelt 350
Needlefelt 550

± 217250

± 3.2 mm

± 5.6 mm
± 8.1 mm
± 9.2 mm

± 620 g/m²

± 1550 g/m²
± 1700 g/m²
± 2050 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

24 dB
27 dB
30 dB

≤ 0,17
≤ 0,17
na

0,15
0,17
0,21

≤ 2

Famiglia Tufting 3Specification in according EN 1307

Wearability Comfort

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

RZcLEN 14041

RZcLEN 14041



wool style

platinum

hi-decor 900

hi-decor 1100

hi-decor 1300

wool decor 1100

wool decor 1250

wool decor 1400

e DG
msqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 158000

± 5.3 mm

± 8.0 mm
± 10.7 mm
± 11.8 mm

± 900 g/m²

± 2000 g/m²
± 2100 g/m²
± 2450 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

28 dB
31 dB
33 dB

≤  0,17
≤  0,17

na

     0,19
0,21
0,25

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 185650

± 6.0 mm

± 8.7 mm
± 11.4 mm
± 12.5 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

30 dB
33 dB
35 dB

≤  0,17
≤  0,17

na

0,22
0,24
0,28

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DG
nsqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/10”

100% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 213300

± 6.3 mm

± 8.5 mm
± 11.7 mm
± 13.7 mm

± 1300 g/m²

± 2340 g/m²
± 2500 g/m²
± 2700 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

32 dB
35 dB
37 dB

≤  0,17
≤  0,17

na

0,25
0,27
0,31

≤  2

Famiglia Tufting 1 Specification in according EN 1307

Wearability

Comfort

e DF
m sqpfi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 151200

± 5.8 mm

± 8.4 mm
± 11.5 mm
± 12.6 mm

± 1100 g/m²

± 2200 g/m²
± 2300 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

26 dB
30 dB
33 dB

≤  0,17
≤  0,17

na

0,20
0,22
0,26

≤  2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DF
n sqpfi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 151200

± 7.0 mm

± 9.5 mm
± 12.7 mm
± 14.7 mm

± 1250 g/m²

± 2350 g/m²
± 2450 g/m²
± 2650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

31 dB
33 dB
35 dB

≤  0,17
≤  0,17

na

0,23
0,25
0,27

≤ 2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DG
osqpgi

RZcL

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted cut pile print 1/8”

80% wool 20% polyamid 6.6

Synthetic jute
Needlefelt 350
Needlefelt 550

± 173250

± 7.3 mm

± 10 mm
± 13.1 mm
± 15.1 mm

± 1400 g/m²

± 2500 g/m²
± 2700 g/m²
± 2900 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

33 dB
35 dB
36 dB

≤  0,17
≤  0,17

na

0,26
0,28
0,29

≤  2

Famiglia Tufting 6 Specification in according EN 1307

Wearability

Comfort

e DFnsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted loop pile print 5/32”

100% wool

Synthetic jute
Needlefelt 350
Needlefelt 550

± 90000

± 3.8 mm

± 7.5 mm
± 10.0 mm
± 11.1 mm

± 1000 g/m²

± 2150 g/m²
± 2300 g/m²
± 2 650 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

25 dB
28 dB
31 dB

≤ 0,17
≤ 0,17
na

0,15
0,17
0,21

≤ 2

Famiglia Tufting 21Specification in according EN 1307

Wearability Comfort

e Glsqpgi

Construction

Pile composition

Secondary backing

Stitches per m²

Pile height

Total height

Yarn weight

Total weight

Roll width

Tufted loop pile print 1/10”

100% polyamid 6

Synthetic jute  
Needlefelt 350
Needlefelt 550

± 217250

± 3.2 mm

± 5.6 mm
± 8.1 mm
± 9.2 mm

± 620 g/m²

± 1550 g/m²
± 1700 g/m²
± 2050 g/m²

400 cm

Colour
fastnes to light

Insulation
impact noise Lw

Thermal
resistance m² K/W

Acoustical
absortion αw

Body voltage
walking test kV

≥  5 (4 pastel shade)

24 dB
27 dB
30 dB

≤ 0,17
≤ 0,17
na

0,15
0,17
0,21

≤ 2

Famiglia Tufting 3Specification in according EN 1307

Wearability Comfort

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

EN 14041

RZcLEN 14041

RZcLEN 14041
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